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7461214 Injector testing equipment for Bosch common rail diesel systems

For systems up to 6 cylinders.
To be hung over the engine. Each hose s B e
is connected to the return outlet of each R = “VTai“‘\
injector and sends the corresponding , ,
return fuel to a transparent container. e ST
Running the engine for a couple of a5 /4
minutes, allows us to check the returning
fuel that should fill all the containers at
the same level. An imbalance which is
due to an injector’s defect can be

easily detected.

7461214 Ecapmnpa ehéyyou yia pnek wekaopoU Bosch common rail (diesel)

MNa cuotApata HEXPL 6 KUAIVOpwV. MPEMEL va KPEUOAOTEL TTAVW OO TN KNXAVA.

KaBe ocwAnvag cuvdeeTal Pe TNV Amotpodr Tou KABE pmek PEKACHOU KOl OTEAVEL TO
ETLOTPEDOUEVO KAUOLUO o€ €va Sladavec doxelo. KaBwg Asttoupyel n pnxovn yo
KATIOLOL AETTTA, UTTOPOULE VA EAEYEOUE TN pON EMLOTPOGDNC TOU KAUGLUOU amo KABe
UTEK EEXWPLOTA. ALdOPETLKO ETILITESO MANPWONC OE KATIOLO Ao ta doxela onpaivel
SUOAELTOUPYLO TOU QVTLOTOLOU MeK P EKATHOU.
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